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SUBJECT:
Amendment No. 01 to Invitation to Bid No. 8440
DATE OF AMENDMENT: April 18, 2016
DATE OF BID RELEASE: April 5, 2016
REQUISITION NO.:  083-NDEQ016530
DATE AND TIME OF OPENING: May 11, 2016 @ 2:30 P.M.
CONTACT:  Heather Moon, Buyer
The following shall be a part of ITB No. 8440 for Compact Track Loader. If a vendor has already returned a response and any of the information provided below changes that proposal, please submit the changes along with this amendment.  You need not re-submit an entire bid prior to the opening date and time.
1.
The following are specifications are being asked if they can be changed.
Page 5:
Cab- spec calls for a 3 point seat belt system, Gehl does not require a 3 point belt system due to the Gehl has a larger cab and lap bar.

Cab- spec calls for a curved glass Gehl uses flat glass.
NDOT requires a 3-point belt system and curved glass.
Page 6:
Controls- spec calls for two selectable joystick controls and two foot pedals.

Gehl does not offer foot pedal controls, they offer selectable controls.
ISO- Left hand drives and steers the unit- right hand controls the boom functions and Auxiliary hydraulics.
Hand Controls- drive and steer with both hands, control bucket with right and left hand.
NDOT requires two selectable joystick controls and two foot pedals.
Dimensions:
Width - spec calls for 72’’ we are 69.5’’

Dump height- spec calls for minimum 96’’ we are 91.5’’

Dump Angle- spec calls for minimum 42 degrees we are 41 degrees.
Roll Back and Carry position- spec calls for 31 degrees we are 30 degrees.
Travel speed low range- spec calls for minimum 6mph we are 5.4 mph.
Travel speed high range- spec calls for minimum 10hph we are 8 mph.
NDOT requires a minimum 96” dump height.  The other dimensions are acceptable.
Drive System:
Drive system- spec calls for a belt drive hydraulic pump we are direct drive.
Direct drive is acceptable.
Page 6:
Track Tension- spec calls for tensioning to be done manually by adding grease, the Gehl is Automatic.
Automatic tensioning is acceptable.
Tracks- spec calls out a minimum ground pressure of 6.3psi the Gehl is 5.3 this is due to the wider tracks on the Gehl.


NDOT requires a minimum ground pressure of 6.3 psi.
Fuel Tank-Spec calls for 25 gal tank we are 24 gal.
24 gallon fuel tank is acceptable.
Hydraulics:
Spec calls for 3500 psi @ 30gpm, we are 3000psi @37.4 gpm.
NDOT requires 3500 pdi @ 30gpm.

            Spec calls for hydraulic system shut down, we offer a indicator                                                                                                  

            light if the set pressure or temperature goes over it. Gehl used a  

            large hydraulic tank which helps prevent overheating of the 

            hydraulic fluid. 


NDOT requires a hydraulic system shut down.
ALL ELSE REMAINS THE SAME.

Vendor shall sign and return this amendment with bid submittal.
NAME OF VENDOR ___________________________________________________________

AUTHORIZED SIGNATURE ____________________________________________________

TITLE __________________________________ 
DATE _____________________________


This bid amendment shall be made part of the entire bid document.
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