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SUBJECT:
Amendment No. 01 to Invitation to Bid No. 8444
DATE OF AMENDMENT: April 21, 2016


DATE OF BID RELEASE: April 13, 2016
REQUISITION NO.: NDEQ016538A
DATE AND TIME OF OPENING: April 27, 2016 @ 2:30 P.M.
CONTACT:  Marti Marsh, Purchasing Officer
The following shall be a part of ITB No. 8444 for Type II Plantmix with Lime. If a vendor has already returned a response and any of the information provided below changes that proposal, please submit the changes along with this amendment.  You need not re-submit an entire bid prior to the opening date and time.
1. Pages 5-10 of the bid packet refer to a spec that does not seem to align with the material being called for on page 11. Pages 5-10 will require a Hveem design with PG64-28NV, test strip days and testing, Page 11 is asking for PG64-22(Typical maintenance mix), these are very big differences and will impact the bid $ dramatically, please clarify the items wanted.

Please replace pages 5 thru 10 of ITB 8444 with the document embedded below. Also 
note any reference to Specifications for Road and Bridge Construction will be 2014 
Edition.






[image: image1.emf]Material  Specifications 2014.doc


ALL ELSE REMAINS THE SAME.

Vendor shall sign and return this amendment with bid submittal.
NAME OF VENDOR ___________________________________________________________

AUTHORIZED SIGNATURE ____________________________________________________

TITLE __________________________________ 
DATE _____________________________


This bid amendment shall be made part of the entire bid document.
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Material Specifications  


 SEQ CHAPTER \h \r 1109.02 Scope of Payment.   SEQ CHAPTER \h \r 1Those Subsections containing pay items of Type 2, Type 2C, or Type 3 plantmix products are subject to the following requirements:


It is agreed by the parties to the contract that (a) in case the plantmix product does not conform to the Indirect Tensile Strength requirements set forth in Section 401, damage will be sustained by the Department, and that (b) it is extremely difficult to ascertain the actual damage which the Department will sustain; therefore, it is agreed the Contractor will pay to the Department as liquidated damages or the Department, at its option, may deduct from any money due or to become due the Contractor from the Department, $0.80 per metric ton ($0.72 per ton) per demerit for each metric ton (ton) of plantmix product placed.  Remove and replace material shown by tests to have 21 or more demerits.  Material removed will not be paid for and removal thereof will be at the Contractor’s expense.  At the option of the Engineer, material having 21 or more demerits may be left in place.  If material having 21 or more demerits is allowed to remain in place, liquidated damages will be determined by the Department.  

SECTION 401 - PLANTMIX BITUMINOUS PAVEMENTS - GENERAL

401.02.02 Composition of Mixtures. Asphalt Cement, Grade PG 76-22NV or Grade PG 76-22NVTR; Grade PG 64-28NV or Grade PG 64-28NVTR shall be the only grade permitted for use in plantmix bituminous dense-graded and open-graded aggregate mixtures.

The second row of the table on the middle of page 145 of the Standard Specifications is hereby deleted and the following substituted therefore: (for Clark County with Type 2C)


		0 Percent Air Voids of Compacted Bituminous Mixture (Type 2C)

		0 AASHTO T269

		0 * 5%





401.03.01 Bituminous Mixing Plant. The third sentence of the first full paragraph on page 149 of the Standard Specifications is hereby deleted and the following substituted therefore:


The calibration procedures will be observed and require approval by the Department.

In the third full indented paragraph on page 149 of the Standard Specifications, the words "received and” are hereby deleted.

The last sentence of paragraph “h. Mixer” on the top of page 152 of the Standard Specifications is hereby deleted.


The second sentence of the first paragraph of “c. Mass Calibration of Aggregate” on page 152 of the Standard Specifications is hereby deleted and the following substituted therefore:


If the rate of feed for each individual aggregate feeder bin cannot be visually verified on the plant controls, supply a graph of each individual bin showing the speed of the belt to the tons per hour of the material.


In the last sentence of paragraph “d. Bitumen Metering Device and Calibration” on page 152 of the Standard Specifications, add "or gallons" between the words "masses" and "shown."


The last sentence of paragraph “f. Mixer” on the bottom of page 152 of the Standard Specifications is hereby deleted.

SECTION 703 - BITUMINOUS MATERIALS

SCOPE


703.01.01 Materials Covered. This specification covers the quality of asphalt cement, cutback asphalt, and emulsified asphalt.


REQUIREMENTS


703.02.01 Demerit Schedule. Bituminous material failing the requirements of the tests hereinafter prescribed shall be subject to the provisions of Subsection 109.02. Bituminous materials that cannot be tested by any of the specified test procedures due to the inherent nature of the material will be assessed 21 demerits.


For asphalt cements, demerits will be assessed on a prorated basis on the difference between the LIMIT WITH TOLERANCE and the REJECTION LIMIT. 


For cutback asphalts and emulsified asphalts, demerits will be assessed for each increment of noncompliance.


Demerit values will be rounded down to the nearest whole demerit.


703.02.02 Contractor’s Responsibility. When shipment of materials arrive on the project after normal working hours, give notice sufficiently in advance to allow arrangements for an inspector to be present when the material is sampled.


PHYSICAL PROPERTIES AND TESTS


703.03.01 Bill of Lading and Certificate of Compliance. A bill of lading and certificate of compliance shall be submitted for every load of bituminous material. The bill of lading shall include the following data:


1.
Date of shipment and shipping point.


2.
Car initials and number of truck transport delivery ticket number.


3.
Destination and consignee.


4.
State contract number (or State purchase order number, if applicable).


5.
Type, grade, quantity, and temperature of material loaded.


6.
Signature of shipper or authorized representative.


703.03.02 Asphalt Cements. Prepare asphalt cement by the distillation of crude petroleum. Provide homogenous asphalt, free from water, and non-foaming when heated to 175 °C (347 °F).


Asphalt cements submitted for mix designs shall meet the specification requirements, without tolerances. The tolerance applies to production samples only.


Asphalt cements shall conform to the requirements herein.


ASPHALT CEMENT, GRADE PG 64-22


		TEST

		TEST METHOD

		REQUIREMENT



		Tests on Original Binder:



		Flash Point, °C

		AASHTO T48

		230 Min.



		Viscosity @ 135 °C, Pa٠s

		AASHTO T316

		3.00 Max.



		Dynamic Shear, G*/sin (, Test Temp 64 °C @ 10 rad/s, kPa

		AASHTO T315

		1.00 Min.



		Solubility, %

		AASHTO T44

		99.0 Min.



		Tests on Residue from R.T.F.O., Nev. T728:



		Mass Loss, %

		Nev. T728

		1.00 Max.



		Dynamic Shear, G*/sin (, Test Temp 64 °C @ 10 rad/s, kPa

		AASHTO T315

		2.20 Min.



		Tests on Residue from Pressure Aging Vessel, AASHTO R28 @ 100 °C:



		Dynamic Shear, G*sin (, Test Temp 25 °C @ 10 rad/s, kPa

		AASHTO T315

		5000 Max.



		Creep Stiffness, S, Test Temp –12 °C @ 60 sec, MPa

		AASHTO T313

		300 Max.



		Creep Stiffness, m-value, Test Temp –12 °C @ 60 sec

		AASHTO T313

		0.300 Min.
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