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SUBJECT:
Amendment No. 01 to Invitation to Bid No. 8450
DATE OF AMENDMENT: May 26, 2016
DATE OF BID RELEASE: May 16, 2016
REQUISITION NO.: NDEQ016570
DATE AND TIME OF OPENING: June 2, 2016 @ 2:30 P.M.
CONTACT:  Marti Marsh, Purchasing Officer
The following shall be a part of ITB No. 8450 for Swaploader SL400 Hook Lift Hoist. If a vendor has already returned a response and any of the information provided below changes that proposal, please submit the changes along with this amendment.  You need not re-submit an entire bid prior to the opening date and time.
1.
As per our discussion concerning the PTO and Pump specifications for Bid #8450 Swaploader SL400 hook.  I read through the spec’s twice and I couldn’t find anywhere in the specifications, where it calls for the type of PTO (Transmission mount or crankshaft mount), or what pressure comp load hydraulic pump is acceptable?  Or is the chassis manufacture supplying the PTO & the pump?  Please let me know as soon as you get an answer.

This section was omitted in error.  Refer to Question 3 response.
2.
Page 8, Section “Six Bank Valve”: The 5th and 6th valve sections are defined as double acting with a flow requirement of 45 Gallons Per Minute (GPM).  The maximum flow produced from a Danfoss PVG32 valve section is 35 GPM.  Will Double Acting, 35 GPM, Danfoss valve sections be acceptable?  Alternatively, to meet the 45 GPM requirements a PVG100 valve section can be provided.

Yes, 35 gallons per minute valve section is acceptable
3.
Hydraulic pump requirements are not included with the specifications.  Other NDOT trucks with a similar configuration have used the following to define this item.  Please indicate if this ITB has a similar requirement.

The pump section was omitted in error and is the same as described below.

PUMP: Vehicle shall be equipped with an engine driven, front or rear mounted hydraulic pump.  Pump shall be capable of delivering approximately 37 gallons per minute at 2100 RPM.  This pump will provide power for the operation of the dump body, sander and snowplow.  Pump shall be a Parker-Commercial PN PAVC6592L4AP13x3632 for a front mounted pump and PAVC6592R4AP13x3632 for REPTO mounted hydraulic pump or an Eaton Series 420.  Any other pumps will not be acceptable.  Pump shall be rated for 3000 PSI continuous. Pump shall be axial piston type, pressure and flow compensated, with an adjustable maximum stroke stop.  If the pump is being mounted to the rear of the front bumper and coupled to the PTO effects on the front of the engine, it will be mounted in line with engine with the following Spicer components:

                Specify Pump Mfr. & No. ____________________________________
a.            One (1) No. 5 170X U Joint                                 As Specified  ____yes  no____

b.            One (1) No. 5 153X U Joint                                 As Specified  ____yes  no____

c.             One (1) No. 2 2 479 Flange                                 As Specified  ____yes  no____

d.            One (1) No. 10 3 181 X Slip Yoke                       As Specified  ____yes  no____

e.            One (1) No. 2 40 971 Stub Slip Teflon Coated)   As Specified  ____yes  no____

f.             One (1) No. 10 4 93 End Yoke                            As Specified  ____yes  no____

g.            One (1) 1 3/4" x .065 Steel tubing                       As Specified  ____yes  no____

NOTE:   Pump drive shaft MUST be balanced.  Pump part number will change if a rear mounted pump is supplied. 

4.
Page 13, “Tank”: Please consider removing the requirement for the “outside seams shall 
be robotically welded”.  This requirement limits competitive bids to larger companies 
that can afford the technology to employ robotic welders.  Our tanks are welded by AWS 
Certified Welders and are all 100% pressure and leak tested prior to shipment.

No, the tank must be robotically welded. 
ALL ELSE REMAINS THE SAME.

Vendor shall sign and return this amendment with bid submittal.
NAME OF VENDOR ___________________________________________________________

AUTHORIZED SIGNATURE ____________________________________________________

TITLE __________________________________ 
DATE _____________________________


This bid amendment shall be made part of the entire bid document.
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