

State of Nevada


Brian Sandoval
Department of Administration

Governor

Purchasing Division

515 E. Musser St., Room 300

Jeffrey Haag
Carson City, NV  89701

Administrator


THE NEVADA STATE PURCHASING DIVISION IS SOLICITING BIDS FOR

SINGLE WIDE MODULAR LABORATORY MATERIAL TESTING TRAILERS
INVITATION TO BID NO. 8456
F.O.B. Nevada Department of Transportation, 310 Galletti Way, Sparks, NV  89431
Release Date:  May 11, 2016
Vendor Questions Due:  May 18, 2016 @ 5:00 P.M., PT
Deadline for Submission and Opening Date and Time:  June 1, 2016 @ 2:00 P.M., PT
Requisition No.  NDEQ016534/35/36
For additional information or to obtain a copy of this Invitation to Bid, please contact:

Marti Marsh, Purchasing Officer
(775) 684-0180
(TTY for the Hearing Impaired: 1-800-326-6868 and ask the relay agent to dial (775) 684-0180)
See page 17, for instructions on submitting bids.

Company Name: ____________________________________________________________________

Contact Name: _________________________________________Title:________________________

Address: __________________________________________________________________________

City: ___________________________________________ State: ___________Zip: ______________

Telephone (_____) __________________________    Fax (_____) ____________________________
E-Mail Address: _____________________________________________________________________

While there are no set asides in the State of Nevada or preferences for Minority Business Enterprise, Women Business Enterprise and Small Business, we encourage those vendors to compete for state business at every opportunity and we make every effort to contact these businesses when opportunities arise, therefore if it is your judgment that your business fits within these categories, please check appropriate boxes.


         Minority Owned
      
      Women Owned

      Small Business
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In accordance with NRS 333.350(1), a contract may be awarded for separate items, portions or groups of items in the best interest of the State, as required.

Prospective vendors are advised to review Nevada’s ethical standards requirements, including but not limited to, NRS 281A.
1. 
PROJECT OVERVIEW TC "1.  PROJECT OVERVIEW" \f C \l "1" 
The intent of this solicitation is to obtain competitive pricing for a one-time purchase of three (3) single wide, modular laboratory material testing trailers complete with all casework, mechanical, plumbing and electrical as specified in this bid.  Per NRS 489 & NAC 489 the unit bid is required have a “Nevada Commercial Coach Compliance Label”. Buildings must be new only; used, demo, or rebuilt buildings will not be acceptable.
2.
ACRONYMS/DEFINITIONS TC "2.  ACRONYMS/DEFINITIONS" \f C \l "1" 
For the purposes of this Invitation to Bid, the following acronyms/definitions will be used:

Awarded Vendor/
The organization or individual that is awarded and has an approved contract or purchase
Contractor
order with the State of Nevada for the goods identified in this Invitation to Bid.

Bidder/Vendor
Organization or individual submitting a bid in response to this Invitation to Bid.

FOB Destination
Free on Board to the destination.  Requires the seller to, at its own expense and risk, transport the goods to the destination and there tender delivery of them in the manner provided in NRS 104.2503.  See NRS 104.2319(1)(b); UCC 2-319(1). 
Goods
As defined in NRS 104.2105, and as specifically identified in this Invitation to Bid.
ITB
Invitation to Bid. A written statement which sets forth the requirements and specifications of a contract to be awarded by competitive selection.  See NRS 333.020(4).
Lowest Responsible
Person or firm (company/organization) that conforms in all material respects to the
Bidder/Vendor
specifications within the invitation to bid and offers the lowest cost after all factors have been considered.  See NRS 333.340
MSRP
Manufacturer’s Suggested Retail Price
NAC


Nevada Administrative Code
NOA


Notice of Award
NRS


Nevada Revised Statutes

Proprietary 

Any trade secret or confidential business information that is contained in a bid     Information

submitted on a particular contract.  See NRS 333.020(5)(a); NRS 333.333.
Public Record
All books and public records of a governmental entity, the contents of which are not otherwise declared by law to be confidential must be open to inspection by any person and may be fully copied or an abstract or memorandum may be prepared from those public books and public records.  See NRS 333.333; NRS 600A.030(5).
Purchase Order
Buyer-generated document that authorizes a purchase transaction.  It sets forth the descriptions, quantities, prices, discounts, payment terms, date of performance or shipment, other associated terms and conditions, and identifies a specific seller.  When accepted by the seller, it becomes a contract binding on both parties; also called order.
Subcontractor
Third party, not directly employed by the vendor, who will provide goods and/or services identified in this ITB.  This does not include third parties who provide support or incidental services to the vendor. 
Shall/Must/Will
Indicates a mandatory requirement.  Failure to meet a mandatory requirement may result in the rejection of a bid as non-responsive.

Should/May
Indicates something that is recommended but not mandatory.  If the vendor fails to provide recommended information, the State may, at its sole option, either ask the vendor to provide the information or evaluate the bid without the information.

State


The State of Nevada and any agency identified herein.

Trade Secret
Information including, without limitation, a formula, pattern, compilation, program, device, method, technique, product, system, process, design, prototype, procedure, computer programming instruction or code that derives independent economic value, actual or potential, from not being generally known to, and not being readily ascertainable by proper means by the public or any other person who can obtain commercial or economic value from its disclosure or use, and is the subject of efforts that are reasonable under the circumstances to maintain its secrecy.  See NRS 600A.030(5).
UCC


Uniform Commercial Code
3.
ITEM SPECIFICATIONS  TC "3.  ITEM SPECIFICATIONS" \f C \l "1" 
Unless otherwise specified in this ITB, reference to a specific manufacturer or a specific product or model in the bid specifications does not restrict bidders to that manufacturer, product or model.  This method is used to indicate the functional requirements (e.g., type, design, characteristics, quality) of the article desired.  Bids may be considered on other manufacturer’s products or other models determined by the Purchasing Division to be the functional equivalent of the product or model referenced.
GENERAL SPECIFICATIONS:  Single wide 10’ x 50’ material testing laboratory trailer constructed with three rail frame. Unit shall be complete with all mechanical, plumbing, electrical and casework as specified herein.  All case work shall meet the requirements of Scientific Equipment and Furniture Association (SEFA) standards.  The trailer shall meet all Federal and State safety requirements and shall be constructed to meet or exceed minimum requirements for 105 mile per hour wind loads and 50 pounds per square foot snow load conditions.  In addition, it shall meet or exceed standards required for seismic conditions as prescribed in Chapter 16 of the International Building Code, 2012 Edition.


Specify Mfr. & No. ______________________________________________


Specified Wind Load ______________ mph   Snow Load ______________psf

SHOP DRAWINGS:  Proposing vendor will be required to submit upon award, complete drawings or diagrams for the following items to NDOT Architecture; shop drawings must be approved by NDOT Architecture before a formal purchase order can be issued. 


1.
Special components and installations which are not fully dimensioned or detailed in manufacturers product data.


2.
All casework to be included in the project.


3.
Plans – all four elevations; (1) longitudinal and (1) cross-sectional building section, all of which shall show all main structural, mechanical, electrical and plumbing components, circuiting, switching and note required coordination with other contractors for a complete installation of the modular trailer building.



a.
Include in this set of drawings all required connections to include finish materials matching and trims.

b.
Samples:  Upon receipt of a formal purchase order, vendor will be required to provide manufacturer’s standard finish material samples for all visible surfaces as specified herein and as indicated on the drawings for approval by owner.  A minimum of 4 of each sample shall be submitted which indicate maximum texture and color variance.  Final samples shall be a minimum of 4” square.

Within 15 days of receiving a formal purchase order, the awarded vendor must submit final, engineered drawings to the Manufactured Housing Division for approval prior to construction or delivery of the unit.  Once approved, drawings (or certification) must be submitted to the NDOT Architecture to confirm compliance.  No payments will be issued without the required approvals/certifications.  Per NRS 489 and NAC 489 the completed units are required to have a “Nevada Commercial Coach Compliance Label”.  Buildings must be new only; used, demo or rebuilt buildings will be not accepted.
CERTIFICATIONS:  Provide a certification of compliance which confirms compliance with the most recent IBC, NEC, UPC, UMC and the requirements specified herein, as noted on the plans.
GUARANTEES/WARRANTY:  Provide the Standard Manufacturer’s warranty for the period of one (1) year as a minimum.  This warranty shall commence and go into effect on the date that the installation contractor provides the Nevada State Commercial Coach Compliance label.

No Formaldehyde gas emitting products shall be installed and/or used in the Lab Trailer.

[image: image1.emf]NDOT Lab Testing  Trailer Plan_2016.pdf


BASE FRAME:

COMPLY ___YES NO___
A.
Type:  Outrigger/Cross member at 96” o.c. maximum.

B.
I-Beam:  Three (3) steel, 10’ minimum Jr. I-Beam; ASTM A-36.  (Trailer Frames are to be new, used    frames are NOT acceptable).
C.
Hitch:  De-mountable with 2-5/16” coupler and 5000# minimum elevating jack.

D.
Axles:  Four (4) 6000# minimum capacity with electric brakes on all permanent axles.  (Removable axles are not acceptable, all axles shall be new, and used axles are NOT acceptable). 

E.
Tires:  New 8:00 x 14.5, 8-ply.

F.
Paint:  Trailer frame to be painted Manufacturer’s Standard “Gloss Black” at a thickness of 3 Mil.

G.
Miscellaneous:  Floor system shall be bolted to frame and outriggers as required to withstand winds, seismic and transportation loads as specified herein and as required by the manufacturer to meet the standards as a minimum.  Trailer frame and all axles shall be new, used frames and axles are NOT acceptable. 

FLOOR:





COMPLY ___YES NO___
A.
Under Carriage Protection:  Shall match exterior siding and trim within related section.

B.
Insulation:  R-21 un-faced fiberglass batts.

C.
Joists:  2” x 6” D.F. #2 or better @ 16” o.c.

D.
Decking:  ¾” X 4’ X 8’ Sturdi-Floor plywood installed with seams offset, glue and nail with ring shank nails at 6” o.c. in the field and 4” o.c. at perimeter.  Flooring must be reinforced for heavy equipment 300 lbs. per sqft.

E.
Sheet Vinyl:  Mannington Commercial Assurance II Jute Model #16319 (or equal) seamless rolled goods throughout.  Cove flooring up wall fully adhered 6” with aluminum trim cap. 

F.
Miscellaneous:  Floor coverings are to be installed in accordance with vinyl manufacturer’s recommended methods and shall comply with State and local codes.  Decking shall be filled and sanded smooth prior to installation. 

G.
Provide two (2) sets of ANSI approved aluminum stairs, no-skid steps, landings and railings.  Both sets of stairs must be collapsible.

WALLS:

COMPLY ___YES NO___
A.
Top & Bottom Plate:  Shall be double 2x4 D.F. #2 or better.  Joints shall be lapped a minimum of 24” and shall occur within 48” of corners.  Bottom plate shall be 2x4 D.F. #2 or better.

B.
Studs:  2x4 D.F. #2 or better at 16” on center with 3/8” OSB all exterior walls.

C.
Insulation:  3-1/2” Polyisocyanurate with not less than R-26 insulation value placed between studs, all exterior walls.

D.
Interior Wall Covering:  ½” type ‘x’ gypsum board gray or beige, vinyl covered smooth and shall be oil resistant.  Color shall be selected from manufacturer’s standard selections. 

E.
Exterior Siding and Trim:  Manufacturer’s standard 26 ga. aluminum siding over Tyvek or equal building wrap installed per manufacturer’s recommendation.

F.
Exterior Siding Color:  Shall be White, selected from manufacturer’s standard selection.

G.
Exterior Trim Color:  Shall be “Cream” selected from manufacturer’s standard selection.  One (1) coat primer paint and two (2) finish coats.  Paint type shall be acrylic latex, Sherwin Williams (or equal).  Trim shall be painted on all four (4) sides prior to assembly.  Caulk all door and window trim with pliable, clear, paint adherence silicone.

H.
Miscellaneous:  All exterior walls to be fastened to the floor and roof structural elements with 1-1/2” x 16” 20 GA. steel strap at 32” o.c.

ROOF:

COMPLY ___YES NO___

A.
General:  Roof shall be built in a gable configuration with 1 unit of rise to 12 units of run as a minimum slope (slope may be greater).  Roof truss top chord shall not overhang the perimeter of the structure.  Provide mini diverters above entrances.  Ventilation shall meet IBC requirements.

B.
Trusses:  Trusses shall be spaced at 16” o.c. maximum.  Chords of trusses shall be 2” x D.F. #2 or better.  Trusses shall be gang nail type or bolt and plate assemblies.  Loads for the design of the aforementioned shall be as specified elsewhere in these specifications.

C.
Ceiling:  5/8” mineral fiber ceiling tile in 2’ x 2’ medium duty grid system (white) at 8’-0” above finish floor.

D.
Insulation:  R-30 un-faced fiberglass batt insulation, continuous at bottom chord of truss in ceiling space. 

E.
Roof Sheathing:  5/8” x 4’ x 8’ CDX plywood with exterior glue.  Perimeter sheets shall not be less than 2’-0” feet wide in any given direction.

F.
Roofing:  Shall be 15 year minimum guarantee, 60 mil TPO white rubber roofing.  Roofing shall be installed so as to meet transportation and wind load requirements.

G.
Miscellaneous:  Paint all exposed galvanized sheet metal surfaces; caulk all junctures.

DOORS:


A.
Exterior:  

COMPLY ___YES NO___

1.
Main doors shall be single 42” x 80” x 1-3/4” thick slab type door, 18 GA paint grip galvanized, hollow insulated metal with 18 GA paint grip galvanized, welded hollow metal frame.  Doors and frames shall be painted to match the body color of the building.  Paint shall be a prime coat and two (2) finish coats of manufacturer’s standard semi-gloss.  Both exterior doors shall open outward.  Both exterior doors shall have manufacturer’s standard 12” x 12” Vision windows. 


2.
Hardware shall consist of the following:


a.
Lockset:  Provide and install at all exterior doors, Schlage L9453T with #17 (or equal) style lever inside and out, 612 finish (Brushed Aluminum).  Shall be provided with one (1) extra core per lock for keying to match owners existing master key system.  Provide security plates at exterior door latches.


b.
Hinges:  Provide and install 1-1/2 pair full mortise 4-1/2” x 4-1/2” hinges per door, finish to match lockset hardware.  Hinges shall be 5 knuckle, bearing type, security stud hinges (Hagar or equal) with finish 612 (Brushed Aluminum).



c.
Closer:  Shall be LCN 4010 DEL (or equal) 120° maximum door opening.



d.
Thresholds:  Provide and install at exterior doors x width of opening, Pemko #270B (or equal).  Set in full bead of sealant and screw in place as recommended by manufacturer.


e.
Door Bottom/Door Shoe:  Provide and install at all exterior doors x width of door, Pemko #314DN (or equal).



f.
Seal: Provide perimeter door seal, Pemko #S-88 or equal. 


3.
Miscellaneous:  Caulk all exterior doors with clear, pliable, paint adherence type silicone sealant.  Provide door stops throughout.
B.
Interior

COMPLY ___YES NO___

1.
Interior Doors:  Provide and install 36” x 80” x 1-3/4” thick, insulated hollow metal door with hollow metal frame.  Door and frame are to be sealed, sanded and painted with a prime coat and two (2) finish coats of manufacturer’s standard semi-gloss.


2.
Hardware shall consist of the following:



a.
Lockset:  Provide and install ADA style (or equal) lever inside and out; 612 finish (Brushed Aluminum) with (1) extra core per lock for keying to match owners existing master key system.


b.
Hinges:  Provide and install 1-1/2 pair full mortise 4-1/2” x 4-1/2” hinges (or equal) per door; finish to match lockset hardware.  Hinges shall be 5 knuckle, bearing type hinges (Hagar or equal) and finish 612 (Brushed Aluminum).



c.
Door Bottom/Door Shoe:  Provide and install at all exterior doors x wide of door, Pemko #314DN (or equal).


d.
Seal:  Provide perimeter door seal, Pemko #S-88 (or equal).

WINDOWS:

COMPLY ___YES NO___
A.
Type:  Provide and install four (4) horizontal sliding windows as indicated on the drawing and specified as follows:


1.
Glazing:  ¾” insulated dual pane glazing, tempered glass only.


2.
Screen:  Manufacturer’s standard aluminum insect screen.


3.
Exterior Security Bars:  Manufacturer’s standard painted steel at 4” o.c.  Security bars must have 
an emergency/interior release.


4.
Miscellaneous:  Caulk outside of all windows with pliable clear paint adherence silicone sealant. 
Windows shall not have stained wood appearance.


5.
Coverings:  Provide and install aluminum horizontal mini-blinds at each window, interior jamb 
mounted.  Color will be selected from the manufacturer’s standard selections. 
ELECTRICAL:





COMPLY ___YES NO___
A.
Service:  120/240 volt, single phase, 3 wire, 60 Hz grounded system with surge protection.

B.
Panel Board: One (1) 225 amp, 42 circuit, main breaker, NEMA 3R.  Surface mount at the front exterior of the building; “Square D” Model (or equal) with bolt-on breakers.  All circuits to be 20A minimum.

C.
Raceway:  ¾” EMT conduit, minimum #12 AWG copper wire or better.

D.
Lights:  Recessed, diffused, fluorescent troffers.  Fluorescent type fixture shall all have straight tube type fluorescent bulbs, no U shape or “Horse Shoe” shape bulb fixtures will be allowed.  Provide heat resistant light fixture under hood.  Provide Exit/Emergency lights above both exterior doors. Provide under cabinet lights per plans.
E.
Exterior Lighting:  Shall have four (4) LED lights equal to 75 watts, two (2) shall be placed over the front exterior doors and two (2) shall be mounted on the back side of the trailer as indicated on drawings.

F.
Receptacles:  Shall have five (5) 240 volt 50 amp receptacles; four (4) located in lab work area spaced evenly behind the furnace and hot plates and one (1) installed into the lower cabinet to the right of the sink.
G.
Switches:  120-volt rocker type with stainless steel cover as indicated on drawings.

H.
Miscellaneous:  All electrical equipment and ancillary items to be U.L. approved.  Should more power be required to operate these units to meet the aforementioned requirements, then it shall be installed to meet or exceed the additional loads. 

PLUMBING:

COMPLY ___YES NO___

A.
Water Supply Lines:  Type “K” or “L” copper with sweat fittings manifolded to one inlet (concealed).

B.
Waste Lines:  PVC DWV – schedule 40 drain waste and vent lines manifolded to one outlet (concealed).

C.
Miscellaneous:  Provide and install shut off valves at fixtures, water heaters and vent extensions.  All are to be plant installed.  Plumbing must be drainable for freeze-thaw conditions. Provide copper drain valves.  All pipes must drain.  Provide a drain box on the underside of the chassis for towing protection and easy access to all plumbing drain lines including water heater.
HVAC:


`


COMPLY ___YES NO___
A.
Heating:  Exterior wall mounted AC/Heater combination unit with 10KW, 240 volt electric resistance heat strips (Bard or equal).  Shall come equipped with manufacturer’s standard Hepa filter.

B.
Cooling:  30,000 BTU (2.5 ton) or manufacturer’s standard for 500 sqft lab trailer.  240 volt single phase (Bard or equal) painted to match siding.  Shall come equipped with manufacturer’s standard Hepa filter.
C.
Supply:  5/8” fiberglass ceiling duct with 24” x 24” t-grid type diffuser; white with adjustable dampers.  No floor ducting.
D.
Return Air:  24” x 24” return air grills up and over interior walls via flex duct.
E.
Fresh Air Intake:  Fabricate and install 8”H x 12”W three inches (3”) above rear curb/back splash, one (1) louvered fresh air intake opening thru wall clad w/galvanized sheet metal.  Fresh air intake shall open and close as the vent hood exhaust system is switched on and off.  Fresh air intake shall come equipped with manufacturer’s standard Hepa filter.




COMPLY ___YES NO___
LABORATORY AREA:  10’ x 32’ located in the middle of the lab trailer as indicated on drawings.  Laboratory area shall include the following:

A.
Durcon Undermount Sink U62C (or equal) one-piece epoxy resin with coved corners and sloped bottom to sink outlet, color – black.  Provide gooseneck deck mount lab grade water saver mixing faucet with 8” swing.  VWR Catalog #VFL412-8BH or equal, separate sprayer, and faucet mounted eyewash.  Water heater “Rheem Point-of-use” Model #EGSP6 (or equal) shall be installed into lower cabinet to the right of the sink with 240 volt 50 amp receptacle.   

B.
Shall have installed industrial metal cabinets from VWR Scientific Products (or equal).  Lower cabinets shall be 384”W x 30”D x 36”H.  All cabinet doors and drawers shall be lockable and keyed alike.  Shall have installed Durcon Laboratory Tops (heat resistant) epoxy resin work surfaces (or equal) to be 1” thick, front top edge radius ¼”, 31” depth, 4” rear curb (back splash).  Color: black.  Maintain ¼” clear at inside corners for trailer movement. 
C.
Shall have installed industrial metal cabinets from VWR Scientific Products (or equal).  Each upper cabinet shall be 120”W x 16”D x 18”H.  Bottom of upper cabinets shall be 30” above the counter top.  All cabinet doors and drawers shall be lockable and keyed alike.  Both upper cabinets shall have installed under cabinet lighting.

D.
Receptacles shall be surface mounted metal raceway equal to Wiremold G-4000 series.  Install 20A Quadplex receptacles, grounding type, with stainless steel covers located 42” above the floor and on 48” spacing.  Provide GFI type receptacle mounted within 12” of sink.

E.
20A rocker type switches with stainless steel covers.

F.
Fabricate galvanized sheet metal vent hood/exhaust system above electric hot plates and drying oven.  Fabricate 12” rectangular vent routed thru the roof to an updraft blower on curb for water tight installation.  Updraft blower shall be manufacturer’s current CFM required to provide adequate ventilation/exhaust for this work area.



Specify Mfr. & No. ______________________________________




Specify CFM of Updraft Blower ____________________________

G.
Fabricate two (2) separate four inch (4”) galvanized sheet metal exhaust tubes vented thru the roof on curb for water tight installation for two (2) ignition furnaces.  Shall also have installed two (2) 50 amp receptacles surface mounted raceways. 

H.
Shall install full height ¼ inch cement board heat resistant interior wall surface protection over the 5/8 inch gypsum board, painted to match.  Shall have installed two (2) 50 amp receptacle surface mounted raceways evenly spaced.

I.
Shall have installed industrial metal cabinets from VWR Scientific Products (or equal).  Lower cabinets shall be 156”W x 30”D x 36”H.  All cabinet doors and drawers shall be lockable and keyed alike.  Shall have installed Durcon Laboratory Tops (heat resistant) epoxy resin work surfaces (or equal) to be 1” thick, front top edge radius ¼”, 31” depth, 4” rear curb (back splash).  Color: black.  Maintain ¼” clear at inside corners for trailer movement. 

J.
Shall have installed industrial metal cabinets from VWR Scientific Products (or equal).  Lower cabinets shall be 70”W x 30”D x 30”H.  All cabinet doors and drawers shall be lockable and keyed alike.  Shall have installed Durcon Laboratory Tops (heat resistant) epoxy resin work surfaces (or equal) to be 1” thick, front top edge radius ¼”, 31” depth, 4” rear curb (back splash).  Color: black.  Maintain ¼” clear at inside corners for trailer movement. 

K.
Laboratory area shall have sufficient florescent lighting to provide adequate lighting.

L.
Install two (2) 10 lb. ABC fire extinguishers with two (2) heavy duty vehicle fire extinguisher brackets with pin and safety retainer.  Location shall be as indicated on drawing.

M.
Install two (2) 36”W x 24”D x to ceiling height utility closet.  Location shall be as indicated on drawing.





COMPLY ___YES NO___
NUKE/SHAKER ROOM AREA:  Shall measure 10’ x 8’ located in the rear part of the lab trailer as indicated on the drawing.  Nuke/shaker area shall include the following:

A.
Shaker room shall have installed, manufacturer’s standard sound proofing for this area.
B.
Shaker room area shall have enough florescent lighting installed to provide adequate lighting to this area.

C.
Shall have installed industrial metal counter top from VWR Scientific Product (or equal).  Counter top shall be 63”W x 24”D x 36”H. with 18ga. metal work surfaces to be 1” thick and include 4” back splashes.  Maintain ¼” clear at inside corners for trailer movement as indicated on the drawings.

D.
Shall have installed heavy duty full height steel cabinet, McMaster-Carr (330)342-6100, Samson Shelf Cabinet Model A (or equal); 48” x 24” x 72” (4775T73) with keyed handles and two keys.  Provide cut outs for electrical outlets on back side of cabinet equally spaced with each shelf.  Steel cabinet shall have three (3) shelves equally spaced apart and capable of supporting 100 lbs. 
E. 
Receptacles shall be surface mounted metal raceway equal to Wiremold G-4000 Series.  Install 20A duplex receptacles, grounding type, with stainless steel covers.  Receptacles shall be located at 14” and 48” above the floor throughout the shaker room as indicated on the drawing.
F.
Shall fabricate galvanized sheet metal vent hood/exhaust system centered in Nuke/Shaker room area.  Fabricate 12” rectangular vent routed thru the roof to an updraft blower for water tight installation.  Updraft blower shall be manufacturer’s current CFM required to provide adequate ventilation/exhaust for this work area as indicated on drawing.



Specify Mfr. & No. ____________________________________



Specify CFM of Updraft Blower ___________________________




COMPLY ___YES NO___
OFFICE AREA:  Shall measure 10’ x 10’ located in the front part of the lab trailer as indicated on the drawing.  Office areas shall include the following:
A.
Two (2) built-in desks 60”W x 30”D x 29”H with one (1) standard size desk drawer, one (1) legal size file drawer and one (1) standard size center drawer.  All drawers shall be built into the right hand side of each desk and all drawers must be lockable and keyed alike.
B.
Office area shall have installed on the interior wall of the One (1) lower cabinet 65”W x 24”D x 36”H.  Lower cabinet shall have installed plastic laminate surfaces to be 1” thick, and one (1) upper cabinet 65”W x 16”D x 18”H.  Bottom of upper cabinets shall be 30” above the counter top.  All cabinet doors and drawers shall be lockable and keyed alike.  Bottom of upper cabinet shall have under cabinet lighting installed.  Lower cabinets shall have manufacturer’s standard drawers.  Upper cabinets shall have manufacturer’s standard adjustable shelving.
C.
20A grounding type duplex receptacles with stainless steel covers shall be installed 42” above floor, spaced 24” on all exterior and interior office walls.

D.
Office area shall have enough florescent lighting to provide adequate lighting to the area. 

E.
Office area shall have three (3) installed telephone jacks; one (1) above each built-in desk and one (1) above the lower cabinet countertop.

F.
Switches shall be 20A rocker type with stainless steel cover as indicated on drawing.

MANUALS: For each unit as built: The following manuals must be available online or in DVD format.
· Three (3) Parts Catalogs.

· Three (3) Shop Manuals.
· Three (3) Operations and Maintenance Manuals.

· One (1) Training DVD.

· Three (3) Electrical schematics/drawings.
PAYMENT FOR LAB TESTING TRAILERS WILL NOT BE PROCESSED UNTIL ALL MANUALS, DRS AND / OR MSO HAS BEEN RECEIVED.

TRAINING:  The successful bidder will be required to provide training as required on operation and maintenance of utilities within 15 days of completed units being placed into service.  Duration and dates of training required will be determined jointly between the successful vendor and the State of Nevada, Department of Transportation, Equipment Division.  Training to include 8 hours diagnostics and troubleshooting for facility crews.  Training will be provided in Reno, Las Vegas, and Winnemucca locations for an estimated 5 to 50 employees per location.

WELDING:
· Full welds on all seams.  Skip welds will not be acceptable 

· All metal shall be thoroughly cleaned, acid etched, and primed. 

· All exterior metal shall be painted, in addition to priming.  All welded joints shall be cleaned and primed.

· There shall be no sharp corners on the unit that will cause injury.  All corners that could cause injury must be slightly rounded and ground smooth.

· All welds shall be free of slag inclusions and under cut.  Fillet weld sizes shall be equal to the thickness of the least of the jointed plates.

· All material installed shall be new and free of rust.

· All welding must meet or exceed American Welding Society Standards.

· All welding must be accomplished by AWS certified welders.
OPTIONAL EQUIPMENT: Vendors are requested to provide pricing for the following option:
1. Explosion proof Lighting. $_________________

Item

Unit
Extended 
MSRP

No.
Qty
Description

Price
Price
Price
3.1
3
LAB TESTING TRAILER:  shall be in accordance
________
_________
_______


each
with specifications, special terms and conditions of
per each

per each



this bid.



Specify Mfr. & No. _________________________



Specify Warranty ___________________________
Additional Requirements


1)
WARRANTY: The manufacturer shall guarantee in writing that the unit shall remain free of construction defects for a minimum period of one year from the date of delivery to Nevada Department of Transportation.  A complete set of written manufacturer’s warranties for fixtures, and other products incorporated into the unit shall be included with unit on delivery.



2)
Bidder is required to submit descriptive data or printed specifications describing unit bidding. 


Failure to comply with this request may be cause for non-acceptance of bid.



3)
Equipment must be new only; used, refurbished, demo, prototype or gray market equipment will not be accepted.

4)
Authorized service, repair and parts shall be required throughout the State of Nevada as it is unknown exact locations where units are to be deployed.  State Name, Address and Phone Number of service and repair locations available along with response time and any stipulations.

________________________________________________________________________________



________________________________________________________________________________



________________________________________________________________________________




State response time after initial call for service.  ________ Hours.



5)
The contractor(s) in performance of contract shall release and discharge the State of Nevada from liability for, and assume the risk, loss or damage to property of the contractor.  Further, contractor shall save the State of Nevada harmless from all losses, all liabilities, expenses and detriments of every nature and description to which the State of Nevada may be subject by reason of an act of omission of the contractor, or any of the contractor’s subcontractors employees, agents, invitees, or licensees where such loss, liability, expense or other detriment arises out of or in connection with the performance of work under the contract, to include, but not limited to liens, personal injury and loss of or damage to property of the State of Nevada or others.


6)
Contractor shall be responsible for complying with City, County and State Codes and Regulations, as applicable, in the performance of contract.


7)
The State of Nevada shall reserve the right of inspection, approval and final acceptance upon 


completion of the product delivered by the contractor.

8)
Plans submitted by vendors must be approved by the Manufactured Housing Division prior to construction of unit.  Unit(s) bid must comply with the codes and processes described in  NRS 489 & NAC 489  and are  required have a “Nevada Commercial Coach Compliance Label” .  No payment will be issued until copies of certifications and approvals have been submitted to the Purchasing Division. 


9)
Bidders are especially cautioned to RECHECK BID PRICES FOR ERRORS prior to submitting bid as changes in bid prices after opening date and hour of bid due to an error WILL NOT BE PERMITTED OR ACCEPTED.  Bidder shall be required to furnish products at price or prices bid on or be penalized by being removed from bidder’s list for a period of one year.

10)
The section entitled "EXCEPTIONS TO SPECIFICATIONS" must be completed by all bidders.  Failure to complete this section or failure to list exceptions to the specifications may result in the bid being considered incomplete and unacceptable to the State of Nevada.

11)
BRAND NAMES:  Unless otherwise stated “No Exceptions”, brand names mentioned in these specifications are for reference only and are intended for the purpose of assisting in describing the need, use, and quality of the item. The contractor will identify any alternate item(s) and it is the State’s prerogative to either accept or reject any alternative item(s).


12)
Proof, satisfactory to the State, must be provided by Bidder to show that any alternate article is 
equal to, or exceeds the bid specifications in design and performance. Complete and detailed comparative documentation for equipment other than requested in this solicitation is required to be submitted with bid.  Equivalent items may be subject to performance testing.  

13)
Vendor is required to provide Dealers Report of Sale (DRS) or Manufacturers Statement of Origin (MSO) with each equipment item at the time of delivery. Please specify the DRS/MSO be made out to:

                                                      Nevada Department of Transportation

                                                        P.O. Box 930
  


                                                      Reno, Nevada 89504

14)
For purposes of addressing questions concerning this solicitation, the sole contact will be the Purchasing Division’s designee.  Upon issuance of this solicitation, employees and representatives of the agencies identified herein will not answer questions or otherwise discuss the contents of this request with any prospective vendors or their representatives.  Failure to observe this restriction may result in disqualification of any bid.  This restriction does not preclude discussions between affected parties for the purpose of conducting business unrelated to this procurement.

4. 
PAYMENT TC "4.  PAYMENT" \f C \l "1" 
4.1
Prices offered in bids are an irrevocable offer for the term of the contract and any contract extensions unless otherwise specified in the Additional Requirements of this ITB.
4.2
The State generally pays within 30 days upon receipt of invoice and the using agency’s approval.  Per the State’s policy and procedures, payments are not made prior to receipt of goods.   
Vendor’s Payment Terms _____________________________

4.3
Prompt payment discount periods equal to (or greater than) 30 calendar days will receive consideration and bid pricing will be reduced (for evaluation purposes only) by the amount of that discount(s). 
Vendor’s Prompt Payment Discount Offered ____________________

4.4
Vendor’s prices contained in this bid are subject to acceptance within _________calendar days.

4.5
The price quoted is for the specified delivery, and, unless otherwise specified in the Contract, is FOB destination (freight included) to the delivery address.  Unless otherwise specified in the Contract, the price does not include applicable federal or State sales, use, excise, processing or any similar taxes, or duty charges, which shall be paid by the State, or in lieu thereof, the State shall provide the Vendor with a tax exemption certificate acceptable to the applicable taxing authority.  Unless otherwise specified in the Contract, payment shall be made in accordance with Nevada law to the Vendor.  
4.6
The State requests MSRP prices in effect at the time of bid submittal for internal statistical purposes.

4.7
Purchasing Card Acceptance  
In an effort to streamline the purchasing and payment process, the State is encouraging agencies to use the state contracted purchasing card to facilitate small dollar purchases.  While at the present time it is not mandatory that contractors accept credit card purchases; contractors are encouraged to consider this alternate payment process.

Purchasing (Credit) Cards accepted:  Yes __________ No __________


Payment discount for transactions involving card use: ___________ % Discount.

4.8
Delivery
Delivery will be completed within _______ calendar days after receipt of purchase order.
5.
BID SUBMITTAL INSTRUCTIONS TC "5.  BID SUBMITTAL INSTRUCTIONS" \f C \l "1" 
5.1
Bids must be received at the address referenced below per Section 5.5, ITB Timeline.  Bids that do not arrive by bid opening time and date WILL NOT BE ACCEPTED.  Vendors may submit their bid any time prior to the above stated deadline.

5.2
Bids may be submitted via mail, overnight delivery or facsimile.


5.2.1
Hard Copy Bid Submission:  Must be submitted in a sealed package, the package must 
be clearly marked:  Invitation to Bid No. 8456, Bid Opening Date:  June 1, 2016.

Bid shall be submitted to:

State of Nevada, Purchasing Division





Marti Marsh, Purchasing Officer



515 E. Musser Street, Suite 300




Carson City, NV  89701

5.2.2
Electronic Bid Submittal:  Faxed bids shall be sent to 775-684-0169 ONLY.  Bids sent to any other fax number will NOT be accepted.  Awarded vendor will be required to follow up with an original signature of the submitted bid.  Bids sent by fax must be sent with a cover page, the package must be clearly marked:  Invitation to Bid No. 8456, Bid Opening Date:  June 1, 2016.
5.3
The State Purchasing Division will not be held responsible for bid packages mishandled as a result of not being properly prepared.
5.4
The Invitation to Bid (ITB) Question Submittal Form is located on the Solicitation Opportunities webpage at http://purchasing.nv.gov.  Select the Solicitation Status, Questions dropdown and then scroll to the ITB number and select the “Question” link.

The deadline for submitting questions is as specified in Section 5.5 ITB Timeline.
All questions and/or comments will be addressed in writing.  An email notification that the amendment has been posted to the Purchasing website will be issued on or about the date specified in Section 5.5, ITB Timeline.

5.5
ITB TIMELINE

The following represents the proposed timeline for this project.  All times stated are Pacific Time (PT).  These dates represent a tentative schedule of events.  The State reserves the right to modify these dates at any time.
	Task
	Date/Time

	Deadline for submitting questions
	May 18, 2016 @ 5:00 PM

	Answers posted to website 
	On or about May 25, 2016

	Deadline for submission and opening of bids
	No later than 2:00 PM on June 1, 2016 

	Evaluation period (approximate time frame)
	June 1 - 10, 2016

	Selection of vendor 
	On or about June 10, 2016


5.6
This entire document and any amendments, if applicable, to this ITB must be returned as part of the vendor’s bid submission. Failure to comply with this requirement may be grounds for non-acceptance of the bid. 

5.7
For purposes of addressing questions concerning this ITB the sole contact will be the Purchasing Division.  Upon issuance of this ITB, employees and representatives of the agencies identified herein will not answer questions or otherwise discuss the contents of this ITB or any subsequent submitted bid responses with any prospective bidders or their representatives until issuance of formal NOA.  Failure to observe this restriction may result in disqualification of any bid.  This restriction does not preclude discussions between affected parties for the purpose of conducting business unrelated to this procurement.
5.8
Sealed bids will be publically opened and read at the date, time and location specified within the ITB.  Assistance for handicapped, blind or hearing-impaired persons who wish to attend the ITB opening is available.  If special arrangements are necessary, please notify the Purchasing Division designee as soon as possible and at least two days in advance of the opening.

6.
BID SOLICITATION, EVALUATION AND AWARD PROCESS TC "6.  BID SOLICITATION, EVALUATION AND AWARD PROCESS" \f C \l "1" 
6.1
This procurement is being conducted in accordance with NRS Chapter 333 and NAC Chapter 
333.
6.2
Bids must conform to all terms, conditions and specifications in this ITB.


6.3
Contractor agrees to comply with conditions of the Federal Occupational Safety and Health Acts of 1970 (OSHA) as may be amended, and certifies that all items furnished and purchased under this order will conform to and comply with said standards and regulations.  Contractor further agrees to indemnify and hold harmless purchaser from all damages assessed against purchaser as a result of Contractor’s failure to comply with the acts and standards thereunder and for the failure of the items furnished under this order to so comply.
6.4
Pursuant to NRS Chapter 613 in connection with the performance of work under this contract, the contractor agrees not to unlawfully discriminate against any employee or applicant for employment because of race, creed, color, national origin, sex, sexual orientation or age, including, without limitation, with regard to employment, upgrading, demotion or transfer, recruitment or recruitment advertising, layoff or termination, rates of pay or other forms of compensation, and selection for training, including, without limitation, apprenticeship.

The contractor further agrees to insert this provision in all subcontracts, hereunder, except subcontracts for standard commercial supplies or raw materials.

6.5
Every contract or order for goods must be awarded to the lowest responsible bidder.  (NRS 333.340(1))  To determine the lowest responsible bidder, the Purchasing Division may consider:
· The location of the using agency to be supplied;
· The qualities of the articles to be supplied;
· The total cost of ownership of the articles to be supplied;
· The conformity of the articles to be supplied with the specifications;
· The purposes for which the articles to be supplied are required; and
· The dates of delivery of the articles to be supplied.
The Purchasing Division shall not be obligated to accept low bid, but will make an award in the best interest of the State after all factors have been evaluated.  (NRS 333.300(2))



6.5.1 
When the advertisement for bids includes a statement that bids for alternative articles will 


be considered, alternative articles will be considered in as much as they are determined 



to:

· Meet or exceed the specifications of the article listed in the original request for bids;
· The purchase of the alternative article results in a lower price; and
· The Chief deems the purchase of the alternative article to be in the best interests of the State.
6.6
Bids may be withdrawn by written or facsimile notice received prior to the ITB opening time.  Withdrawals received after the ITB opening time will not be considered except as authorized by NRS 333.350(3).

6.7
The State reserves the right to alter, amend, or modify any provisions of this ITB, or to withdraw this ITB, at any time prior to the award of a contract pursuant hereto, if it is in the best interest of the State to do so.

6.8 
Any unsuccessful bidder may file an appeal in strict compliance with NRS 333.370.
6.9
The Legislature, the Supreme Court, the Nevada Wing of the Civil Air Patrol (NRS 333.469), the Nevada System of Higher Education (NRS 333.470) and local governments (as defined in NRS 332.015) are intended third party beneficiaries of any contract resulting from this ITB and any local government may join or use any contract resulting from this ITB subject to all terms and conditions thereof pursuant to NRS 332.195.  The State is not liable for the obligations of any local government which joins or uses any contract resulting from this ITB.

6.10
Vendors who enter into a contract with the State of Nevada and who sell tangible personal property in the State of Nevada are required to obtain a permit in accordance with NRS 372.125, and required to collect and pay the taxes imposed by law on the sale of tangible personal property in this State.

6.11
When applicable, submission of a bid must include any and all proposed terms and conditions, including, without limitation, written warranties, maintenance/service agreements, license agreements, lease purchase agreements and the bidder’s standard contract language.  A review of these documents will be necessary to determine if a bid is in the best interest of the State.

7.
TERMS AND CONDITIONS FOR PURCHASE OF GOODS TC "7.  TERMS AND CONDITIONS FOR PURCHASE OF GOODS" \f C \l "1" 
7.1
INCORPORATED DOCUMENTS:  The Contract shall consist of this ITB, any amendments to this ITB if applicable, the vendor’s bid and all documentation contained therein, together with any subsequently issued purchase order(s) executed by a person with full power and authority to issue same on behalf of the State.  A vendor’s bid shall not contradict or supersede any State specifications, terms or conditions without written evidence of mutual assent to such change appearing in the Contract.
7.2

NOTICE: Unless otherwise specified, termination shall not be effective until thirty (30) calendar days after a party has served written notice of default, or without cause upon the other party.  All notices or other communications required or permitted to be given under this Contract shall be in writing and shall be deemed to have been duly given if delivered via email, personally in hand, by telephonic facsimile, regular mail, or mailed certified mail, return receipt requested, postage prepaid on the date posted, and addressed to the other party at the address specified above.
7.3
TERMINATION:  
7.3.1
Termination Without Cause.  Any discretionary or vested right of renewal notwithstanding, this Contract may be terminated upon written notice by mutual consent of both parties or unilaterally by either party without cause.  
7.3.2
State Termination for Nonappropriation.  The continuation of the Contract beyond the current biennium is subject to and contingent upon sufficient funds being appropriated, budgeted, and otherwise made available by the State Legislature and/or federal sources.  The State may terminate the Contract, and the Vendor waives any and all claim(s) for damages, effective immediately upon receipt of written notice (or any date specified therein) if for any reason the Contracting Agency’s funding from State and/or federal sources is not appropriated or is withdrawn, limited, or impaired.
7.3.3
Cause Termination for Default or Breach.  A default or breach may be declared with or without termination.  The Contract may be terminated by either party upon written notice of default or breach to the other party as follows:
7.3.3.1
If the Vendor fails to provide or satisfactorily perform any of the conditions, work, deliverables, goods, or services called for by the Contract within the time requirements specified in the Contract or within any granted extension of those time requirements; or

7.3.3.2
If any state, county, city or federal license, authorization, waiver, permit, qualification or certification required by statute, ordinance, law, or regulation to be held by the Vendor to provide the goods or services required by the Contract is for any reason denied, revoked, debarred, excluded, terminated, suspended, lapsed, or not renewed; or
7.3.3.3
If the Vendor becomes insolvent, subject to receivership, or becomes voluntarily or involuntarily subject to the jurisdiction of the bankruptcy court; or
7.3.3.4
If the State materially breaches any material duty under the Contract and any such breach impairs the Vendor's ability to perform; or
7.3.3.5
If it is found by the State that any quid pro quo or gratuities in the form of money, services, entertainment, gifts, or otherwise were offered or given by the Vendor, or any agent or representative of the Vendor, to any officer or employee of the State of Nevada with a view toward securing a contract or securing favorable treatment with respect to awarding, extending, amending, or making any determination with respect to the performing of such contract; or
7.3.3.6
If it is found by the State that the Vendor has failed to disclose any material conflict of interest relative to the performance of the Contract.
7.3.4
Time to Correct.  Termination upon a declared default or breach may be exercised only after service of formal written notice as specified in paragraph 6.2, and the subsequent failure of the defaulting party within fifteen (15) calendar days of receipt of that notice to provide evidence, satisfactory to the aggrieved party, showing that the declared default or breach has been corrected. 
7.3.5
Winding Up Affairs Upon Termination.  In the event of termination of the contract for any reason, the parties agree that the provisions of this paragraph survive termination:

7.3.5.1
The parties shall account for and properly present to each other all claims for fees and expenses and pay those that are undisputed and otherwise not subject to set off under the Contract.  Neither party may withhold performance of winding up provisions solely based on nonpayment of fees or expenses accrued up to the time of termination; 
7.3.5.2
The Vendor shall satisfactorily complete work in progress at the agreed rate (or a pro rata basis if necessary) if so requested by the Contracting Agency.
7.4
REPRESENTATIONS AND WARRANTIES:  The Vendor represents and warrants to the State:
7.4.1
Bid Representations:  All statements made by the Vendor on any application, bid, proposal, offer, financial statement, or other document used by the Vendor to induce the State to enter into the Contract are true, correct, complete, and omit no information which would render them misleading.  

7.4.2
Use of Broker:  The Vendor agrees to indemnify the State from any damage, liability, or expense that it may suffer as a result of any claim of a broker or other finder with whom it is determined that the Vendor has dealt in connection with the transactions contemplated under the contract.
7.4.3
Express Warranties:  For the period specified in the NOA, Vendor warrants and represents each of the following with respect to any goods provided under the contract:
7.4.3.1
Fitness for Particular Purpose:  The goods shall be fit and sufficient for the particular purpose set forth in the Contract.
7.4.3.2
Fitness for Ordinary Use:  The goods shall be fit for the purpose for which goods of a like nature are ordinarily intended, it being understood that the purpose for the goods covered by the Contract are ordinarily intended for use in general government administration and operations.
7.4.3.3
Merchantable, Good Quality, No Defects:  The goods shall be merchantable, of good quality, and free from defects, whether patent or latent, in material and workmanship.  
7.4.3.4
Conformity:  The goods shall conform to the standards, specifications and descriptions set forth in the Contract.  If the Vendor has supplied a sample to the State, the goods delivered shall conform in all respects to the sample and shall be identified by the word "sample" and Vendor's name.
7.4.3.5
Uniformity:  The goods shall be without variation, and shall be of uniform kind, quality, and quantity within each unit and among all units. 
7.4.3.6
Packaging and Labels:  The goods shall be contained, packaged, and labeled so as to satisfy all legal and commercial requirements applicable to use by a government agency, including without limitation, Occupational Safety and Health Administration material safety data sheets and shall conform to all statements made on the label.
7.4.3.7
Full Warranty:  The foregoing warranties are "full" warranties within the meaning of the Magnuson-Moss Warranty -- Federal Trade Commission Improvement Act, 15 U.S.C. 2301 et seq., and implementing regulations 16 C.F.R. pts. 700-703, if applicable to this transaction.  
7.4.3.8
Title:  The Vendor has exclusive title to the goods and shall pass title to the State free and clear of all liens, encumbrances, and security interests. 
7.4.3.9
Infringement; Indemnity:  The Vendor warrants the purchase or use of the goods shall not infringe upon any United States or foreign patent, and the Vendor shall indemnify the State against all judgments, decrees, costs, and expenses resulting from any alleged infringement and shall defend, upon written request of the State, at its own expense, any action which may be brought against the State, its vendees, lessees, licensees, or assignees, under any claim of patent infringement in the purchase or use of the Vendor's goods.  If the State is enjoined from using such goods, the Vendor shall re-purchase such goods from the State at the original purchase price.  The State shall notify the Vendor promptly in writing of any such suit.  If the State compromises or settles any such suit without the written consent of the Vendor, the Vendor shall be released from the obligations of this paragraph and from any liability to the State under any statute or other rule of law.
7.4.3.10
Usage of Trade; Course of Dealings; Implied Warranties:  The Vendor shall be bound by any implied warranty that, at the time of execution of the Contract, prevails in the trade of government in the marketing area in and about the State of Nevada.  The Vendor shall also be bound by any other implied warranty arising through course of dealings between the Vendor and the State from and after the execution of the Contract.  The Vendor shall also be bound by all warranties set forth in Nevada's Uniform Commercial Code (NRS 
Chapter 104) in effect on the date of issuance of the NOA.
7.4.3.11
Warranties Cumulative:  It is understood that warranties created by the Contract, whether express or implied, as well as all warranties arising by operation of law that affect the rights of the parties, are cumulative and should be construed in a manner consistent with one another. 
7.4.3.12
Priority of Warranties:  If it is held by a court of competent jurisdiction that there is an irreconcilable conflict between or among any of the warranties set forth in the Contract and any warranties implied by law, the parties agree that the specifications contained in the Contract shall be deemed technical and mere language of description. 
7.4.3.13
Beneficiaries of Warranties:  Benefit of any warranty made in the Contract shall be in favor of the State, any of its political subdivisions or agencies, employee or licensee thereof who uses the goods, and the benefit of any warranty shall apply to both personal injury and property damage.
7.5 
DELIVERY, INSPECTION, ACCEPTANCE, TITLE, RISK OF LOSS:  The Vendor agrees to deliver the goods as indicated in the Contract, and upon acceptance by the State, title to the goods shall pass to the State.  The State shall have the right to inspect the goods on arrival and within a commercially reasonable time. The State must give notice to the Vendor of any claim or damages on account of condition, quality, or grade of the goods, and must specify the basis of the claim in detail.  Acceptance of the goods described in the Contract is not a waiver of UCC revocation of acceptance rights or of any right of action that the State may have for breach of warranty or any other cause.  Unless otherwise stated above, risk of loss from any casualty, regardless of the cause, shall be on the Vendor until the goods have been accepted and title has passed to the State.  If provided by the Vendor, the State agrees to follow reasonable instructions regarding return of the goods. 
7.6
NO ARRIVAL, NO SALE:  The Contract is subject to provisions of no arrival, no sale terms, but proof of shipment shall be given by the Vendor; each shipment to constitute a separate delivery.  A variation of ten (10) days in time of shipment or delivery from that specified in the Contract does not constitute a ground for rejection.  The State may treat any deterioration of the goods as entitling the State to the rights resulting from a casualty to the identified goods without regard to whether there has been sufficient deterioration so that the goods no longer conform to the Contract.  
7.7
BREACH, REMEDIES:  Failure of either party to perform any obligation of the Contract shall be deemed a breach.  In the event of a breach, the party asserting breach may, in addition to any remedies or rights afforded by Nevada law, cancel the Contract with respect to any executory obligations.  All rights and remedies are cumulative with one another and with those provided by law, and exercise of one remedy or right is not a waiver of the right to pursue any other right or remedy afforded.  Penalties provided under Nevada law shall be limited to those in effect on the effective date of the Contract.  See NRS 333.365.  Either party, as a prevailing party to any arbitration or other action regarding the enforcement of the Contract, is entitled to reasonable attorney’s fees and costs.  It is specifically agreed that reasonable attorneys' fees shall include without limitation One hundred twenty-five dollars ($125) per hour for State-employed 
attorneys. The State may set off consideration against any unpaid obligation of the Vendor to any State agency.
7.8
LIMITED LIABILITY:  The State will not waive and intends to assert available NRS Chapter 41 liability limitations in all cases.  Contract liability of both parties shall not be subject to punitive damages.
7.9
WAIVER OF BREACH:  A failure to assert any right or remedy available to a party under the Contract, or a waiver of the rights or remedies available to a party by a course of dealing or otherwise shall not be deemed to be a waiver of any other right or remedy under the Contract, unless such waiver is contained in a writing signed by the waiving party. 
7.10
SEVERABILITY:  If any provision contained in the Contract is held to be unenforceable by a court of law or equity, the Contract shall be construed as if such provision did not exist and the 
non-enforceability of such provision shall not be held to render any other provision or provisions of the Contract unenforceable.

7.11
ASSIGNMENT/DELEGATION:  To the extent that any assignment of any right under the Contract changes the duty of either party, increases the burden or risk involved, impairs the chances of obtaining the performance of the Contract, attempts to operate as a novation, or includes a waiver or abrogation of any defense to payment by State, such offending portion of the assignment shall be void, and shall be a breach of the Contract.  No duties of either party may be delegated without written consent by the other party, and any such consent does not in any way affect the liability of the delegating party, unless the writing so states. 
7.12
FORCE MAJEURE:   Neither party shall be deemed to be in violation of this Contract if it is prevented from performing any of its obligations hereunder due to strikes, failure of public transportation, civil or military authority, act of public enemy, accidents, fires, explosions, or acts of God, including, without limitation, earthquakes, floods, winds, or storms.  In such an event the intervening cause must not be through the fault of the party asserting such an excuse, and the excused party is obligated to promptly perform in accordance with the terms of the Contract after the intervening cause ceases.

7.13
GOVERNING LAW; JURISDICTION:  This Contract and the rights and obligations of the parties hereto shall be governed by, and construed according to, the laws of the State of Nevada, including, without limitation, Nevada's UCC (NRS Chapter 104) in effect on the date of the NOA.  The parties consent to the jurisdiction and venue of the First Judicial District Court, Carson City, Nevada for enforcement of the Contract.
7.14
ENTIRE AGREEMENT; CONFLICT WITH OTHER DOCUMENTS:  The Contract (including all incorporated attachments) is intended by the parties as the final expression of their agreement and is the complete and exclusive statement of the terms hereof.  All prior agreements are superseded and excluded.  Prices, quantities, dates, and places of deliveries and means of transportation may be fixed by attachments to the Contract.  Except as previously stated, if any term in any incorporated attachment or in any Vendor's invoice contradicts or negates a term in the Contract, the Contract shall control.  All amendments must be in writing and signed by the parties.

7.15
In accordance with NRS 333.4611, the State of Nevada, Purchasing Division shall require the purchase of new appliances, equipment, lighting and other devices that use electricity, natural gas, propane or oil, have received the Energy Star label pursuant to the program established pursuant to 42 U.S.C. 6294a or its successor, or meet the requirements established pursuant to 48 C.F.R. 23.203.  These standards do not apply insofar as:  (a) No items in a given class have been evaluated to determine whether they are eligible to receive the Energy Star label or have been designated by the Federal Government to meet the requirements established pursuant to 48 C.F.R. 23.302 or (b) The purchase of these items that have received the Energy Star label would not be cost-effective in an individual instance, comparing the cost of the items to the cost of the amount of energy that will be saved over the useful life of the item.
7.16
TERM:  In accordance with NRS 333.280, the Purchasing Division may enter into a contract for the furnishing of goods for not more than two (2) years.  The original terms of a contract may be extended annually thereafter if the conditions for extension are specified in this solicitation, and the Purchasing Division determines that an extension is in the best interest of the State.


7.17
INSURANCE:  Automobile Liability, as stated below, is required only if the commodity is being delivered to the State by the vendor.  If the commodity is being shipped by common carrier, automobile liability will not be required.  Vendor shall furnish the State with certificates of insurance (ACORD form or equivalent approved by the State) as required.  The certificates for each insurance policy are to be signed by a person authorized by that insurer to bind coverage on its behalf.


Automobile Liability


Bodily Injury and Property Damage for any owned, hired, and non-owned vehicles used in the performance of this Contract.





Combined Single Limit (CSL)
$1,000,000
ATTACHMENT A TC "ATTACHMENT A" \f C \l "1" 
VENDOR AUTHORIZATION AND COMPLIANCE CERTIFICATION
The Vendor is duly organized, validly existing, and in good standing under the appropriate laws with full power and authority to conduct the business that it presently conducts in the State of Nevada. The Vendor has the legal power and right to enter into and perform the Contract.  Consummation of the transactions contemplated by the Contract will not violate any provision of law, or any of the Vendors governing documents (articles of incorporation, partnership Contract, etc).  Execution of the Contract and all documents provided for in the Contract by the Vendor and its delivery to the State have been duly authorized by the board of directors or managing agents of the Vendor and no further action is necessary on the Vendor's part to make the Contract valid and binding on the Vendor in accordance with its terms.  The Vendor has obtained all licenses and permits to perform all of its requirements under the Contract, and is current on all tax obligations to the State of Nevada or any other governmental entity in Nevada.
Submission of a bid shall constitute an agreement to all terms and conditions specified in this ITB, including, without limitation, the Terms and Conditions for Purchase of Goods.  Exceptions will be taken into consideration as part of the evaluation process.
I have read, understand and agree to comply with the specifications, terms and conditions specified in this ITB.  Checking “YES” indicates compliance, while checking “NO” indicates non-compliance and must be detailed below.   In order for any exceptions to be considered they MUST be documented.


YES _______ I agree.  
NO _______ I do not agree, Exceptions below:


SIGNATURE _________________________________________
           
___________________



 Vendor 




         
                  
Date

PRINT NAME _________________________________________


 Vendor
EXCEPTION SUMMARY
Attached additional sheets if necessary
	BID SECTION NUMBER
	BID PAGE NUMBER
	EXCEPTION 

(PROVIDE A DETAILED EXPLANATION)
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KEYNOTES:

©

OUTLETS INSIDE CABINET AT EACH SHELF
@ ROOF MOUNTED UPDRAFT BLOWER — SEE PG. 4

(3) 18 GA. METAL CLAD WORK SURFACE AND 47 HIGH METAL CLAD BACK

4'Wx2'Dx6'H, 1.D., 18 GA. STEEL ENCLOSURE W/LOCKING DBL. DOORS & @
THREE ADJ. SHELVES (100 LB. CAPACITY) FASTENED TO WALL W/THREE

'RHEEM POINT OF USE' OR EQUAL INSTANT HOT WATER HEATER -
INSTALLED IN LOWER CABINET WITH 240 VOLT 50 AMP RECEPTACLE

(&) 'YWR CONTOUR" WALL HUNG LOCKING CABINETS WITH LIGHTS - SEE
PC.2

SPLASHES WITH "VWR' TOP MOUNTED APRON LEGS AND PLASTIC

LAMINATE CLAD WOOD WALL HUNG CABINETS WITH LOCKS - SEE PG.2

(9 v.c. 5.6. TANK / WATERBATH (0F.0L) — DRILL 1°DIA. HOLE IN
COUNTERTOP FOR USE. PIELD VERIFY (F.V.) EXACT LOCATION,

(5) "OURCON' COUNTERTOP © 37" AFF. WITH BACKSPLASHES (HEAT

RESISTANT TYPE) - SEE PG.2

(B) 37°15"x11" 'DURCON' SINK W/LAB GRADE FAUCET MIXER, FAUCET WITH
& SWING, MOUNTED EYEWASH & SEPARATE SPRAYER - SEE SPECS

FLING CABINET BELOW

STORAGE CABINET WITH 18 GA. METAL CLAD WOOD SHELF AT 5'-6°

(@) BULT-IN PLASTIC LAMINATE CLAD WOOD DESK WITH PENCIL DRAWER &

®

AFF. AND PAINTED 2'x8' HOLLOW METAL DCOR WITH 2 PAIR HINGES -
SEE SPECS

PG.2

@ FABRICATED GALVANIZED SHEET METAL (G.SM.) VENT HOOD /

EXHAUST SYSTEM ABOVE COUNTER

@ DENSITY POT (0F.0.L) — DRILL 1" DIA. HOLE IN COUNTERTOP FOR
CHORD USE TO PUMP BELOW IN CABINET. F.V. EXACT LOCATION — SEE

@.

@ IGNITION OVEN {0.F.0.L) WITH ISOLATED VENT THRU ROOF - SEE PG. 3,

e PROVIDE PAINTED %" CEMENT BOARD HEAT RESISTANT INTERIOR WALL
SURFACE PROTECTION OVER GYPSUM BOARD

FULL HENGHT SOUND PROOFING WITHIN SHAKER INTERIOR PARTITION

COMMON TO LAB.

(i5) 'DURCON' COUNTERTOP @ 31° AFF. WTH BACK SPLASHES (HEAT

RESISTANT TYPE)

@ 8"HX12"W FRESH AIR INTAKE OPENING THRU WALL CLAD WITH
GALVAMIZED SHEET METAL, THROUGHOUT. COORDINATE AND
INSTALL CONTROL DAMPER CONNECTED TO EXHAUST FAN SWTCH
AT HOOD FOR OPERATION. PROVIDE HEPA FILTER AND KEEP

CLOSED WHEN NOT IN USE.

@ PLASTIC LAMINATE CLAD WOOD BASE, WORK SURFACE, BACK SPLASHES
AND WALL HUNG CABINETS WITH LOCKS AND LIGHTS — SEE PG.2.
NOTE: PROVIDE OPEN SHELF WITHOUT DOORS ON BASE CABINET.

50'-0" - 2x6 @ 16” 0.C. W/ RIM JOISTS

’ @ QUARTER ROUND SHELF FOR LAB EQUIPMENT - SEE PG. 2
\P6.3/

(i2) PROVIDE J;* GAP BETWEEN COUNTERTOP AND WALLS FOR TRAILER
MOVEMENT

(20) VINYL SUDER WINDOW WITH INSULATED GLAZING AND SECURITY BARS.
PROMDE EMERGENCY EXIT EGRESS FROM LAB INTERIOR AND METAL
CLAD WOOD WINDOW SILLS AT ALL WINDOW LOCATIONS.

@ UTIUTY CHASE BEHIND CABINETS. PROMIDE CLOSURES AT ENDS AS
REQUIRED

@ PROMVIDE SMOKE SEAL AND SWEEP STRIP

2-9" . F-0" , 27-10" , 2-§" 12'-0" 3-0" g'-0" -0} 2-0° , 26" £-10" 30" 816
s _ 10°=0" (EACH SIDE AS SHOWN) . u _ o v ; ;
3030 SL 1) 3026 SL RO ® \ o] ™ ) 3030 SL
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e PREFAB LANDIKG, 200A MAIN
STAIRS AND ELECTRICAL
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I SEE PG. 6
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KEYNOTES:

(1) UC. SG. TANK / WATERBATH (OF.01) ~ DRLL TDIA. HOLE IN (3) 'VWR COUNTER' SITING HEIGHT BASE CABINET (i6) QUARTER ROUND SHELF FOR LAB EQUPMENT (20) 'WR CONTOUR' WALL HUNG LOCKING CABINETS WITH LIGHTS
COUNTERTOP FOR USE. FIELD VERIFY (F.V.) EXACT LOCATION.

(0) PANTED HM. DOOR AND FRAME WITH SINGLE WAY TINTED VISION LITE (17) G'HA2W FRESH AIR INTAKE OPENING THRU WALL CLAD WITH D (22) DENSITY POT (OF.0L) = DRILL 1" DIA. HOLE IN COUNTERTOP FOR
@ w%%ﬁ%@%ﬂ% 0 37" AFF. WITH BACKSPLASHES (HEAT AS SHOWN m%ﬁ_m%zﬂwmcﬁﬂw m:oumm%%-ﬁo mxonuu_mzhwzﬁmss: @ CHORD USE TO PUMP BELOW IN CABINET. F.V. EXACT LOCATION
(1) STORAGE CABINET WITH 18 GA. METAL CLAD WOOD SHELF AT 56" AT HOOD FOR OPERATION. PROVIDE HEPA FILTER AND KEEP (23) #W2'DxBH, 1.0., 18 GA. STEEL ENCLOSURE W/LOCKING DBL. DOORS &
() 52" ELECTRICAL RACEWAY ABOVE BACK SPLASH — SEE PG, 4 AFF. AND PABITED 256" HOLLOW UETAL DOOR WTH 2 PAR HMGES e LUFLICES THREE ADL SHELVES (100 LB. CAPACIY) FASTENED T0 WALL W/THREE
(©) VINYL SLIDER WINDOW WTH INSULATED GLAZING AND SECURITY BARS. = (16) 18 GA. METAL CLAD WORK SURFACE AND 4° HIGH METAL CLAD BACK
PROVIDE EMERGENCY EXIT EGRESS FROM LAB INTERIOR AND METAL ~ (12) FABRICATED GALVAMIZED SHEET METAL (G.SM.) VENT HOOD / SPLASHES WITH VWR' TOP MOUNTED APRON LEGS AND PLASTIC (24) PROVIDE J§* GAP BETWEEN COUNTERTOP AND WALLS FOR TRAILER
CLAD WOOD WINDOW SHLS AT ALL WINDOW LOCATIONS. EXHAUST SYSTEM ABOVE COUNTER \PG.5/  LAVINATE CLAD WOOD WALL HUNG CABINETS WITH LOCKS. MOVEMENT
' ' IGNITION OVENS (O.F.0.L) WITH ISOLATED VENTS THRU ROOF — SEE PLASTIC LAMINATE CLAD WOOD BASE, WORK SURFACE, BACK SPLASHES PROV AND § P
(5) "R CONTOUR' STANDING HEIGHT BASE CABINET WTH LOCKS ® o (0F.01) ® T NI GHE I TR ST A Toie (25) PROVIDE SNOKE SEAL AND SEEP STR

() "VWR' CONTOUR STANDING HEIGHT BASE CABINET FOUR DRAWER OPEN SHELF WTHOUT BOORS ON BASE CABINET.

"RHEEM POINT OF USE' OR EQUAL INSTANT HOT WATER HEATER -

e PROVIDE PAINTED ;" CEMENT BOARD HEAT RESISTANT INTERIOR WALL ®
INSTALLED IN LOWER CABINET WITH 240 VOLT 50 AMP RECEPTACLE

@ 37"x15"x11" 'DURCON' SINK W/LAB GRADE FAUCET MIXER, FAUCET WTH SURFACE PROTECTION OVER GYPSUM BOARD

e L s LR e L SR (15) ‘DURCON' COUNTERTOP @ 31" AF.F. WITH BACKSPLASHES (HEAT
(E) "V#R CONTOUR' STANDING HEIGHT SINK BASE CABINET RESISTANT TVPE)
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*

USPENDED 2'x2" LAY-IN CEILING GRID SYSTEM
ER SPECS AT 8'-0" AF.F.,, TYPICAL.
SUSPENDED CEILING HEIGHT MAY BE ADJUSTED

TO 7'-6" MIN. AS REQUIRED FOR DUCTWORK

ALL HVAC DUCTS ABOVE CEILING WITH RETURNS
AND REGISTERS IN CEILING GRID SYSTEM.
(NO REGISTERS IN FLOOR.)

\l FABRICATED G.S.M. AIR INTAKE OPENING @
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NOTE: COORDINATE AND INSTALL CONTROL DAMPER
CONNECTED TO EXHAUST FAN SWITCH AT HOOD FOR
OPERATION AND TO KEEP CLOSED WHEN NOT IN USE.

PROVIDE HEPA FILTER IN RACK
CAULK W/SEALANT, TYP.
2" G.S.M. RETURN ALL SIDES, TYP.

8°H x 12°'W FRESH AR INTAKE OPENING THRU WALL
CLAD W/GALVANIZED SHEET METAL, THROUGHOUT
INSECT SCREEN

5%2" ELECTRICAL RACEWAY ABOVE BACK SPLASH -
SEE PG. 4

'DURCON' COUNTERTOP @ 37" AF.F. WITH BACK
SPLASHES ATOP 'WWR CONTOUR' BASE CABINETS

INTAKE \Otmz_%

2

scale: 3/4

"I.—-lo-

4’ FABRICATED GALVANIZED SHEET METAL DIY

ﬁm.m._.._.u_.__mz._._._ooo\mx_._>cm._.m<m._.m= é
ABOVE COUNTER @ 6'-6" A.F.F.

PROVIDE STAINLESS STEEL PANELS WITH 4% HOLES WITHIN LAY-IN CEILING GRID SYSTEM FOR
OWNER FURNISHED 4" |.D. FLEXIBLE TUBE EXHAUST VENT TO ROUTE THRU CEILING AS SHOWN.
NOTE: PROVIDE 6" HOLES THRU ROOF STRUCTURE FOR OWNER FURNISHED DOUBLE LINED
VENT TO ROUTE THRU ROOF. CONTRACTOR SHALL INCLUDE COUNTERFLASHING THRU METAL
ROOFING FOR OWNER FURNISHED FLUE INSTALLATION TO BE WATER TIGHT.

REFLECTED CEILING PLAN PG. 3

scale: 1/4" = 1"-0°






PROVIDE SURFACE MOUNTED METAL RACEWAY EQUAL TO WIREMOLD
G-4000 SERIES COMPLETE WITH ALL FTTTINGS REQUIRED.

CIRCUITS.

RACEWAY CONNECTED TO CIRCUIT(S). PROVIDE GFI TYPE

RECEPTACLES MOUNTED WITHIN 12" OF COUNTERTOP SINK.

1" EC ROUTE TO PANEL AND
PROVIDE PULLSTRING /

INSTALL

20A QUADPLEX RECEPTACLES, 48" 0.C. EQUALLY DIVIDED AMONG
INSTALL SPECIAL QUTLETS AT LOCATIONS SHOWN ALONG

PROVIDE SURFACE MOUNTED UNDER CABINET LIGHTS AT WALL HUNG

INETS IN LAB AND OFFICE AS SHOWN

SEE DETAL 2/PG.5

I/ 200 AMP MAIN

ELECTRICAL
PANEL

24x24x4 EXT,
LOCKABLE NEMA3R
DATA BOX

i . — / ’ ‘i \\
J
|
GRAINGER —L. Ip
$4HZ53 I _ ) -
O | GRANGER K
[l J4nz49
[T
P =<
+30°7 FS)
+48"
u@// ﬁ R, LR A\ /B /) \ ) +72° \/ 3
N [ — — — —
/ +84" +84" J
DUPLEX OUTLETS +367 ~AFF AFF +36"
IN CABINET |\ AFF AFF
PREWIRE FOR
SECURITY ACCESS
= SEE BELOW
|
_ -SUSPENDED
CEILING
| ﬁu ELECTRICAL OUTLEY w LIGHT SWITCH CEILING-MOUNTED LIGHT:
[ 3/4" EMT CONDUIT LITHONIA PART § 2PMO G B 3 32 27LS MVOLT GEB10IS
| slusse THRU ceimg. | (D) JUNCTION Box  FS mﬁ_%ﬂwmm_mc*m%<zmw°r SWITCH REFER T SPECS FOR PART § INTERPRETATION
| SEE DETAL 2/PG. 5 FOR
SIM. CONDITION Cor -
=| M V' PONT-OF-PRESENCE [] UPDRAFT EXHAUST FAN H)  INTERIOR WALL-MOUNTED LICHT (HEAT RESISTANT FIXTURE)
FE\T-SINGLE 6aNG (@ THERMOSTAT (Br WEATHERPROOF Gl OUTLET
ol J-BOX FOR SURFACE-MOUNTED LIGHT {IF NECESSARY):
+ CARD READER _.O EXTERIOR @ 240V SPECIAL PURPOSE LITHONIA PART # 2PMX3 3 32 24LS MVOLT GEB10IS
WALL-MOUNTED LIGHT —  ELECTRICAL OUTLET, UN.0. REFER TO SPECS FOR PART # INTERPRETATION

NOTE: CARD READERS WILL
BE PROVIDED BY OWNER

NOTES:

ALL TELECOM JUNCTION BOXES SHALL
BE PIPED INTO SUSPENDED CEILING
CAVITY, UNLESS NOTED OTHERWISE. SEE
DETAIL 2/PG. 5 FOR SIMILAR CONDITION.

ELECTRICAL OUTLETS ~ 110V / 20A,
UN.O. MOUNT AT 12" AFF., UNO.

UTILITY PLAN

scale: 1/4" = 1'-0"

PC. 4





ROOF MOUNTED UPDRAFT
BLOWER ON CURB FOR WATER
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% el ¢ - N S / _ PROVIDE R—13 INSULATION AT
= BOTH EM0S TO CELNG GRID OFFICE WALL — PROVDE
- / OR STRUCTURE ABOVE AS u | 3-1/2" 10 PCF PBER GLASS
REQURED ISULATION AT SHAXER ROOM
I NTERIOR WALL
7= N FBRCATED cuvNZED SHEET |
_ NETAL VENT HOOD EXHAUST
SYSTEM ABOVE COUNTER _._,
[ PROVDE {2) LAYERS 5/8
. b _ CIP, WA O SHACR Roow
HEAT RESISTANT INTERIDR WALL _
z SURFACE PROTECTION OVER 5
M o GYPSUM BOARD — SEE PG.2 I H -
. = | ~eg
; e e+ |
© | ) i - PROVIOE (1) LAYER 5/8° GIP.
5" x 2° ELECTRICAL RACEWAY ;.S?§$.§R|L% [ \ W8. ON BOTH SOES
ABOVE BACKSPLASH - SEE GANG PLASTER RING - . _
] PG4 FOR ADIYL INFD. +18" AFF FOR DATA L SEAANT
/ lll|d"-_.ﬂgz.§°u.- _
AFF. WTH BACKSPLASHES 3 :
~—_ {HEAT RESISTANT TYPE) . g T ~— PISHED FLOGR “ nu, R-19 BISULATION
' d
[T VR CONTOUR® STANDHG A - 4
] HEGHT CABINETS - SEE PG. 2 L= _mu 26 0 16" 0.C. W/ R
26 © 16 0. W/ R _ o3 ST
JOISTS & R-19 BISULATION w.s_
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|-BEAUS, FLOOR SYSTEM AND
WALLS PER SPECS

TELECOM OUTLET TYPICAL -
VENT HOOD DETAIL BOX ROUGH—IN DETAIL WALL SECTION A PG.
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6 RISERS @ 6

5 TREADS @ 11" &
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LANDING LANDING
NOTE:
ALL STAIRS AND LANDINGS SHALL BE
FABRICATED FROM STEEL AND PAINTED
_ GRAY COLOR. PROVIDE HANDRAILS PER
_; —_ ADA REQUIREMENTS.
\I.—-IQB
5-0" /]
7-0"

STAIR PLAN PC.
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